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Class 2 
Building Product Information Sheet  
 
Product name (include the brand name):  
Steel By Creative 
 
Other product names (variant, sub-variant, functional name, etc. if applicable):  
ART 15 
 
Product description and its intended use (measurements, materials, usage): 
STEEL DOORS AND WINDOWS 
ODS Art 15 is the first steel system to be tested to AS/NZS1288 and AS2047 allowing compliance to all governing 
bodies within Australia and New Zealand with ratings up to and including cyclone certification. 
The certification for AS/NZS1288 & AS2047 allows our customers peace of mind when gaining occupation 
certification for their new homes knowing they have purchased a product that has wind and water ratings and will not 
whistle or leak. 
 
Steel By Creative provides the system solutions for steel windows, doors, and facades. The strength of steel allows 
the possibility of large expanses of glass, allowing natural light to flow through your entire project with the 
refinedness that only steel can offer. 
All Frames are quoted with our standard ODS profiles and our AUS WERS Rated Window Suite ART 15. 

 
Depending on the nature of the Project, the profiles (40mm - 50mm - 33mm) can change to suit the design and or the 
window application - we have a vast array of profiles at our disposal to ensure the windows suit the application and 
the design intent 

 
Place of manufacture: Overseas 
 
Legal name of the manufacturer: Janaby Pty Ltd 
 
Trading name of the manufacturer: Creative Windows 
 
Australian Business Number (ABN): 75 085 446 699 
 
Address: Unit 3/118-122 Malcolm Rd, Braeside VIC 3195 
 
Phone: +61 3 9587 1260 
 
Email: sales@creativewindows.com.au 
 
Website:www.creativewindows.co.nz 
 
Relevant Building Code clauses: 

• B1 Structure: Performance clauses B1.3.1, B1.3.2, B1.3.3 B1.3.4. 
• B2 Durability: Performance clauses B2.3.1(b) and B2.3.2. 
• C4 Movement to a place of safety: Performance clauses C4.3 and C4.5 
• D1 Access Routes: Performance clause D1.3.1 (b). 
• E2 External Moisture: Performance clause E2.3.2 and E2.3.7. 
• E3 Internal Moisture: Performance clause E3.3.1 
• F2 Hazardous Building Materials: Performance clauses F2.3.1, F2.3.2, F2.3.3. 
• F4 Safety from Falling: Performance F4.3.1 and F4.3.4. 
• F9 Means of restricting access to residential pools: Performance clause F9.3.4 
• G4 Ventilation: Performance G4.3.1 and G4.3.3 
• G7 Natural Light: Performance G7.3.1 and G7.3.2. 

H1 Energy Efficiency: Performance clauses H1.3.1, H1.3.2E and H1.3.3
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Statement on how the building product is expected to contribute to compliance: 
 

• B1.3.1, B1.3.2, B1.3.3 and B1.3.4: ART 15has been tested in accordance with SNZ TS 4211:2022 (2022 
classification type) and with NZS 4211:2008, and is fabricated to the structural requirements of the Wind Zone 
specified in the project requirements. ART 15 is glazed to comply with NZS 4223.3:2016 where specified in the 
project requirements because human impact may occur. 
Refer to the Test Report available online at: www.creativewindows.co.nz/ 
 

• B2.3.1(b) and B2.3.2: ART 15 Frames can be finished to provide a durability of at least 15 years in all Exposure 
Zones, except in microclimates where there is evidence of corrosion in adjacent structures caused by industrial or 
geothermal atmospheres, with the powder coating finish to be durable for a minimum of 5 years. Durability is 
dependent on ART 15 being installed and maintained in accordance with Creative Windows requirements. IGUs 
comply with the requirements of NZS 4223.2: 2016. Timber reveals comply with NZS 3602:2003. 
 

• C4.3 and C4.5: ART 15 doors can be used within an escape route where relevant considerations are specified in the 
project requirements. 
 

• D1.3.1(b): ART 15 doors can be used within an access route where relevant considerations are specified in the 
project requirements. 
 

• E2.3.2 and E.2.3.7: ART 15 has been tested in accordance with AS/NZS1288 & AS2047 
and is fabricated to the water penetration requirements of the Wind Zone specified in the project requirements. ART 
15 is suitable for installation in accordance with Acceptable Solution E2/AS1, Third Edition Amendment 10, and can 
be supplied with sill support bars or support blocks to suit the cladding selection. Installation details provided by other 
parties such as architects and cladding system suppliers may also be suitable. 
 

• E3.3.1: ART 15 is glazed with IGUs to the project requirements and does not require condensation collection 
channels to meet the requirements of E3/AS1 Second Edition Amendment 7, Paragraph 1.3 Condensation control. 
 

• F2.3.1, F2.3.2 and F2.3.3: ART 15 is safe when handled in accordance with installation instructions. ART 15is 
fabricated to comply with NZS 4223.3:2016 where specified in the project requirements. 
 

• F4.3.1 and F4.3.4: ART 15 is fabricated with opening restrictors to comply with F4/AS1 Third Edition Amendment 2, 
Paragraph 2.0 Opening Windows, where relevant considerations are specified in the project requirements. 
 

• F9.3.4: ART 15 may be fabricated with restrictors, door closers and swimming pool barrier latches fitted to opening 
windows or doors within a wall that forms part of a residential pool barrier. Residential pool barrier designs may 
comply with F9/AS1 First Edition, or with an alternative design provided by other parties. ART 15 does not include 
warning signs and door alarms: if these are required by the design then they may be supplied and installed on site by 
others. 
 

• G4.3.1 and G4.3.3: ART 15 can be fabricated with opening sashes of type and dimensions specified in the project 
requirements to help provide building ventilation. Ventilation design may comply with G4/AS1 Fourth Edition, 
Paragraph 1.2 Natural ventilation, or an alternative ventilation system design which utilises opening window sashes 
and is provided by other parties such as mechanical services engineers could be suitable. 
 

• G7.3.1 and G7.3.2: ART 15 can be fabricated with the area and Visible Light Transmittance (VLT) of glazing 
specified by the project requirements to help provide natural light and awareness of the outside. Glazing design may 
comply with G7/AS1 Second Edition or G7/AS2 First Edition, or an alternative glazing design provided by other 
parties such as lighting engineers could be suitable. 
 

• H1.3.1(a), and H1.3.2E: ART 15 can be fabricated with IGUs made from a range of possible glass, spacer and infill 
gas types, to suit the window insulation (R-value) requirements of the project. Depending on the window or door 
type, dimensions and IGU type, determined in accordance with either H1/AS1 Fifth Edition Amendment 1, Table 
E1.1.1, or with H1/VM1 Fifth Edition Amendment 1, Paragraph E1. 
 
Relevant standards 
ART 15, and/or its component parts, are tested, fabricated and specified to comply with the following standards, as 
relevant to the project specifications: 

• SNZ TS 4211:2022 Specification for the classification of windows (2022 classification type) 
• NZS 4211:2008 Specification for the performance of windows 
• NZS 4223 Code of practice for glazing in buildings - Part 1:2008 Glass selection and glazing 
• NZS 4223 Code of practice for glazing in buildings - Part 2:2016 Insulating glass units 

http://www.creativewindows.co.nz/
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• NZS 4223 Code of practice for glazing in buildings - Part 3:2016 Human impact safety requirements 
• NZS 4223 Code of practice for glazing in buildings - Part 4:2008 Dead, wind and snow loading 
• NZS 3602:2003 Timber and wood-based products for use in buildings 
• AS 3715:2002 Metal finishing – Thermoset powder coatings for architectural applications of aluminium and 

aluminium alloys. 
 
Limitations on the use of thee building product: 
ART 15 is not fire resisting glazing and cannot provide a fire resistance rating. 
ART 15 is not suitable for use where recommended maintenance cannot be reasonably achieved, 
 
Design requirements that would support the use of the building product: 
ART 15 is designed for, but is not limited to, use in projects within the following scope: 

• Housing and residential apartment buildings, and their associated ancillary and outbuildings. 
• Timber, brick or tilt slab frame construction. 
• All Wind Zones up to and including Extra High. 
• All Exposure Zones, except in microclimates where there is evidence of corrosion in adjacent structures caused by 

industrial or geothermal atmospheres. 
• Maximum IGU thickness is 22 mm. 
• Design and installation that follows common Acceptable Solutions such as E2/AS1, F4/AS1, G4/AS1, G7/AS1 and 

H1/AS1. 
• Powdercoat finish to Steel, selected from the Creative Windows available colour range. 
• Unit size. 
• Opening panel size(s) and type(s), and configuration of fixed and opening panels, including any specific 

requirements for doors that are on access routes or escape routes. 
• Project Wind Zone. 
• Project Exposure Zone. 
• IGU performance selections, including R-value, solar heat gain (SHGC), VLT, and safety glazing requirements. 
• Safety fittings and hardware: restrictors, door closers and swimming pool barrier latches to be fitted where an 

opening window or door requires features for safety from falling or is within a wall that forms part of a residential pool 
barrier. 

• Finish requirements and colour for aluminium and steel components. 
 
Installation requirements(also provide link to the product installation guide): 

• Ensure that the joinery is protected from dust, debris, and moisture if stored prior to installation. 
• Inspect joinery thoroughly before beginning installation to ensure it is free from any defects and damage, including 

damage caused during transit and delivery. 
• Check the dimensions and fit of each unit against the rough opening. 
• Install the door and windows in accordance with the client's intent. 
• Ensure door and window units are installed plumb, level, and in plane, within the tolerances set out in the MBIE 

Guide to materials, tolerances, and workmanship in residential construction. 
• Check and adjust all seals and operating hardware to ensure good fit and proper operation and function without 

jamming or gaps. 
• Ensure drain holes are clear of dirt and debris following installation. www.creativewindows.co.nz/maintinstall.html 

 
Maintenance requirements (also provide link to the product maintenance guide): 

• Exterior surfaces of ART 15 should be washed at least once every six months, and more frequently for buildings in 
harsh environments (eg, close to beaches and coastlines, geothermal, or industial), and for units that are not 
completely exposed to regular rain washing, such as those which are partly or fully sheltered by eaves, gable verges, 
porches, verandah roofs, adjacent buildings trees, landscaping or garden features etc. 
 

• All drain holes in aluminium outer frames should also be cleaned every six months to prevent the build-up of dirt or 
debris that could impede the free passage of air and water. 
 

• The sill tracks and all top and bottom of ART 15 sliding and bifolding units should also inspected and cleaned every 
six months to remove any debris and dirt. 
 

• Interior surfaces of ART 15 should be regularly dusted or wiped with a sponge or soft cloth and warm water. 
 

• Handles, catches, and similar hardware on ART 15 should be cleaned regularly with a sponge or soft cloth and warm 
water, mild detergent may be used for powdercoated or anodized components • Glass surfaces of ART 15 may be 
cleaned with a sponge or soft cloth and warm water with mild detergent. Abrasive materials should not be used to 
clean or wipe glass, as this will cause damage to the glass surface. 
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• All seals, hinges, stays, rollers and other hardware should be checked annually for proper fit and operation, and to 
ensure all screws and fixings remain tight. 
www.creativewindows.co.nz/maintinstall.html 
 
Is the building product/building product line subject to warning or ban under section 26?: NO 
 
Version: CW001   Date: 20/11/2025 
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